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Intensifier
HC2 HC2 HC6 HC6

Intensification factor 4.0 : 1 5.0 : 1 2.0 : 1 3.3 : 1
Max. Inlet flow l/min 14.0 14.0 50.0 70.0
Max. Outlet flow l/min 2.0 1.6 2.0 11.0
Pressure Inlet 20-200 Bar 20-200 Bar 20-200 Bar 20-200 Bar
Pressure Outlet 800 Bar Max 800 Bar Max 800 Bar Max 800 Bar Max
Pressure Return Return to Tank Return to Tank Return to Tank Return to Tank
Connection Type 1/4” BSP 

10000 PSI
1/4” BSP

10000 PSI
1/2” BSP

10000 PSI
1/2” BSP

10000 PSI
Dimensions (L x W x H) mm 110 x 110 x 50 110 x 110 x 50 230.5 x 90 x 90 230.5 x 90 x 90
Weight 1.0kg 1.0kg 9.5kg 9.5kg
Bypass Available* Yes Yes Yes Yes
Bypass Flow* 20-25 LPM

Direct to tool
20-25 LPM

Direct to tool
100 LPM

Direct to tool
100 LPM

Direct to tool
Options

HP Hose (length to be specified) c/w 3/8” Pioneer quick couplings
LP Hoses (length to be specified) c/w 3/4” Butterfly quick couplings

Please speak to a member of our team for more information 

* Note:  Bypass will shut once pressure builds in the system.  The intensifier will automatically begin to build 
pressure.  Flow will revert to max outlet flow.


