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L5110

Cordless Task Light

Experience the exceptional performance,
versatility and durability of our L5110 20V
cordless task light!

As part of our new IQV20 Series of cordless
tools, this shop light is ideal for garage,
industrial and maintenance applications.

Ultra-bright white LED casts 180 lumens.

Engineered composite housing for increased protection
against chemical attack.

Over-molded soft-touch grip minimizes vibration, reduces
fatigue and enhances user comfort.

Multi-position head, standing base and hang hook allow for
lighting from above or below at any angle.

Compatible with high-capacity 3.0 Ah battery for maximum
runtime or compact 1.5 Ah battery for reduced tool weight.

Tool only is delivered without battery and charger.
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Specifications

Part Number
Ordering number
Voltage (DC)

PERFORMANCE
Luminous power

Runtime with BL2005 battery
Runtime with BL2010 battery

WEIGHT & DIMENSIONS
Tool weight without battery

Tool weight with BL2005 battery

Tool weight with BL2010 battery

Shipping weight

Shipping dimensions (L x W x H)

UPC/EAN code

Origin

L5110
48489561
20V

180 Lumens
8h
15h

0.91b/0.40 kg
1.91b/0.86 kg
2.41b/1.10 kg
1.51b/0.68 kg
87 x 94 x 254 mm
6 63024 006221
Made in Taiwan

C€
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BL2005
48386783

Li-lon battery, 20 V, 1.5 Ah

BC1120-EU
17028960

Universal battery charger
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L5110
ACCESSORIES

BL2010
48386791

Li-lon battery, 20 V, 3.0 Ah

Nothing contained on these pages is intended to extend any warranty or representation, expressed or implied, regarding the product described herein. Any such warranties or other terms and conditions of sale of product shall be in accordance with Ingersoll Rand's
standard terms and conditions of sale for such products, which are available upon request. Product improvement is a continuing goal at Ingersoll Rand. Designs and specifications are subject to change without notice or obligation.
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